2006 INTERNATIONAL BUILDING CODE® 
SECTION 302 - CLASSIFICATION

303.1 Assembly Group A. Assembly Group A occupancy

includes, among others, the use of a building or structure, or a

portion thereof, for the gathering of persons for purposes such

as civic, social or religious functions; recreation, food or drink

consumption; or awaiting transportation.
A-4 Assembly uses intended for viewing of indoor sporting

events and activities with spectator seating including,

but not limited to:

Arenas

Skating rinks

Swimming pools

Tennis courts

A-5 Assembly uses intended for participation in or viewing

outdoor activities including, but not limited to:

Amusement park structures

Bleachers

Grandstands

Stadiums
SECTION 1004 - OCCUPANT LOAD

1004.1 Design occupant load.
TABLE 1004.1.1

MAXIMUM FLOOR AREA ALLOWANCES PER OCCUPANT

FUNCTION OF SPACE 


FLOOR AREA IN SQ.

FT. PER OCCUPANT

Assembly with fixed seats See Section 1004.7

Assembly Concentrated (chairs only—not fixed) 
7 net

Standing space



5 net

Unconcentrated (tables and chairs) 

15 net

Business areas 



100 gross

Exercise rooms 



50 gross

Kitchens, commercial 


200 gross

Locker rooms 



50 gross

Skating rinks, swimming pools

50 gross

Stages and platforms 


15 net

Warehouses 



500 gross

For SI: 1 square foot = 0.0929 m2.
1004.7 Fixed seating. For areas having fixed seats and aisles,

the occupant load shall be determined by the number of fixed

seats installed therein. The occupant load for areas in which

fixed seating is not installed, such aswaiting spaces and wheelchair

spaces, shall be determined in accordance with Section

1004.1.1 and added to the number of fixed seats.

For areas having fixed seating without dividing arms, the

occupant load shall not be less than the number of seats based

on one person for each 18 inches (457 mm)of seating length.

The occupant load of seating booths shall be based on one

person for each 24 inches (610 mm) of booth seat length measured

at the backrest of the seating booth.
1004.9 Multiple occupancies. Where a building contains two

or more occupancies, the means of egress requirements shall

apply to each portion of the building based on the occupancy of

that space. Where two or more occupancies utilize portions of

the same means of egress system, those egress components

shall meet the more stringent requirements of all occupancies

that are served.
SECTION 1005 - EGRESS WIDTH

1005.1 Minimum required egress width. The means of

egress width shall not be less than required by this section. The

total width of means of egress in inches (mm) shall not be less

than the total occupant load served by the means of egress multiplied

by the factors in Table 1005.1 and not less than specified

elsewhere in this code. Multiple means of egress shall be sized

such that the loss of any one means of egress shall not reduce

the available capacity to less than 50 percent of the required

capacity. The maximum capacity required from any story of a

building shall be maintained to the termination of the means of

egress.
TABLE 1005.1 - EGRESS WIDTH PER OCCUPANT 

(BUILDINGS WITH SPRINKLER SYSTEMS)
Stairways 

Other egress

(inches per

(inches per
OCCUPANCY 

occupant) 

occupant)

A-4, A-5


0.3

 0.2
For SI: 1 inch = 25.4 mm.
1007.3 Exit stairways. In order to be considered part of an

accessible means of egress, an exit stairway shall have a clear

width of 48 inches (1219 mm) minimum between handrails

and shall either incorporate an area of refuge within an

enlarged floor-level landing or shall be accessed from either an

area o
SECTION 1019 - NUMBER OF EXITS AND CONTINUITY

1019.1 Minimum number of exits. All rooms and spaces

within each story shall be provided with and have access to the

minimum number of approved independent exits required by

Table 1019.1 based on the occupant load of the story, except as

modified in Section 1015.1 or 1019.2. For the purposes of this

chapter, occupied roofs shall be provided with exits as required

for stories. The required number of exits from any story, basement

or individual space shall be maintained until arrival at

grade or the public way.

TABLE 1019.1 – MINIMUM NUMBER OF EXITS FOR OCCUPANT LOAD

OCCUPANT LOAD MINIMUM 

NUMBER OF EXITS

(persons per story)
 

(per story)

More than 1,000 


4
SECTION 1108 - SPECIAL OCCUPANCIES
seating shall comply with Sections 1108.2.1 through 1108.2.7.

Dining areas shall comply with Section 1108.2.8. In addition,

lawn seating shall comply with Section 1108.2.5.

1108.2.1 Services. Services and facilities provided in areas

not required to be accessible shall be provided on an accessible

level and shall be accessible.

1108.2.2 Wheelchair spaces. In theaters, bleachers, grandstands,

stadiums, arenas and other fixed seating assembly

areas, accessible wheelchair spaces complying with ICC

A117.1 shall be provided in accordance with Sections

1108.2.2.1 through 1108.2.2.4.

1108.2.2.1 General seating. Wheelchair spaces shall be

provided in accordance with Table 1108.2.2.1
TABLE 1108.2.2.1

ACCESSIBLE WHEELCHAIR SPACES


CAPACITY OF SEATING 


 MINIMUM REQUIRED NUMBER OF

IN ASSEMBLY AREAS 


WHEELCHAIR SPACES

5,001 and over 



36 plus 1 for each 200, or fraction

thereof, over 5,000

1108.2.2.4 Team or player seating. At least one wheelchair

space shall be provided in team or player seating

areas serving areas of sport activity.

